TROPICAL CYCLONE WINDS
AT LANDFALL
The ASOS-C-MAN Wind Exposure
Documentation Project
BY MARK POWELL, D A V I D B O W M A N , D A V I D GILHOUSEN, SHIRLEY MURILLO,
N I C K CARRASCO, A N D RUSSELL ST. FLEUR

A project to photographically document exposures of automatic weather stations in areas
susceptible to tropical cyclones will allow correction of underestimated winds.

H

urricane Andrew taught us that nearby trees,
buildings, and other obstacles to the wind can
cause large differences (as much as a factor of 2)
in the winds experienced at observing stations (Powell
et al. 1996). During a storm event these effects add
variability to the wind field, making it difficult to construct a meaningful real-time analysis. In addition,
some wind features associated with terrain effects
might be misinterpreted as being associated with
mesoscale or convective-scale weather features.
Reconstruction of landfalling hurricane wind fields

typically require field visits to photographically document weather station wind exposure. The visits and
analysis of the images add months to retrospective
analysis efforts, and after major disasters many field
investigation teams will be duplicating efforts to obtain exposure information. This paper describes a program to document wind exposures of automatic
weather stations in areas susceptible to hurricanes.
The documentation method and sources of information are described, followed by a description of where
to obtain the information and how it is used in real
time to construct a wind analysis depicting hurricane
winds over open terrain.

AFFILIATIONS: POWELL AND MURILLO—NOAA Hurricane
Research Division, Atlantic Oceanographic and Meteorological

W I N D

Laboratories, Miami, Florida; BOWMAN—NOAA National Climatic

The modernization of the National Weather Service
resulted in a replacement of human observers and
traditional weather stations with an Automated Surface Observing System (ASOS). ASOS stations are the
backbone of the nation's surface weather information
and are typically located at airports. In addition, there
are several weather stations dedicated to supporting
the marine community that comprise the CoastalMarine Automated Network (C-MAN). Although
efforts are made to minimize the effect of obstructions on the exposure of automatic weather stations,
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(e.g., OFCM 1994), it is not always possible to optimally site weather instrumentation. Wind exposures
may be poor for certain directions due to operational
limitations on where equipment may be installed, as
well as encroachment by vegetation and development.
Surface winds may be adjusted for the influence of
s u r r o u n d i n g flow obstacles if exposure is documented. Such documentation and the need for a standard method to measure and archive surface wind was
suggested at the 1991 Interdepartmental Hurricane
Conference organized by the Office of the Federal
Coordinator for Meteorological Services and Supporting Research (OFCM; see OFCM 1991) and discussed in Powell (1993). A resulting workshop led to
the development by the American Society for Testing and Materials (ASTM) of a "Standard Practice for
Characterizing Surface Wind Using a Wind Vane and
Rotating Anemometer" (ASTM 1996). This standard
includes instructions for documenting wind exposure
at a weather station.
With photographic documentation of wind exposure, aerodynamic roughness may be estimated by
applying descriptive qualifiers (Wieringa 1993; Arya
1988). Aerodynamic roughness is a length scale associated with the size of turbulent eddies near the surface (Panofsky and Dutton 1984). Ideally all wind sensors should be placed in open t e r r a i n to avoid
influence f r o m u p s t r e a m obstacles to the flow.
Wieringa describes open terrain (0.03-m roughness)
as "level country with low vegetation and isolated
obstacles with separations of at least 50 obstacle
heights," for example, an airport runway. Very rough
terrain (0.5-m roughness) is described as "large farms,
clumps of forest, separated by open spaces of about
10 obstacle heights . . . or low-large vegetation with
small inter spaces, such as orchards, young densely
planted forest." Once roughness values are assigned
to exposure photographs, the winds may be corrected
to open terrain by using empirical techniques such as
described by Simiu and Scanlan (1996) and Powell
et al. (1996).
Several field visits to document surface stations in
support of retrospective analysis of hurricane landfalls (e.g., Powell et al. 1996, 1998) motivated us to
develop a project to document many of the automated
surface weather stations in areas of the United States
and territories susceptible to hurricanes.
The wind exposure documentation project is a
cooperative program supported by the United States
Weather Research Program (USWRP), and involving several National Oceanic and Atmospheric Administration (NOAA) agencies, including the National Weather Service (NWS), National Climatic
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Data Center (NCDC), National Data Buoy Center
(NDBC), and the H u r r i c a n e Research Division
(HRD) of the Atlantic Oceanographic and Meteorological Laboratories (AOML). Digital cameras were
purchased and distributed to 36 NWS forecast offices
in areas susceptible to hurricanes. Data Acquisition
Program Managers (DAPMs) and their staff visited
stations (Fig. 1) during normal maintenance visits to
take photographs, validate anemometer height, station location, and the availability of backup power in
the event of power failures. Wind exposure of ASOS
weather stations was documented by photographing
anemometer masts and the upstream terrain for eight
wind direction sectors. In addition, the NDBC added
photographic documentation to their Web site for
selected C-MAN stations. Instructions for conducting the site documentation were placed on the HRD
Web site (see www.aoml.noaa.gov/hrd/asos), and a
Java applet was developed to assist with packaging the
images and documentation and sending the information to the NCDC via FTP. NCDC then added the
documentation information to their station locator
W e b site (see w w w . n c d c . n o a a . g o v / o a / c l i m a t e /
stationlocator.html).
At the time of writing, 211 ASOS stations and
30 C-MAN stations have been photographically documented (Fig. 2). In addition to providing information
on wind exposure, the photos allow NCDC to document types of temperature and precipitation sensors
at each station. Operational forecasters may also benefit from the wind exposure documentation as it is
sometimes difficult for forecasters to be familiar with
the surroundings of ASOS and C-MAN stations they
work with and validate against, within their county
warning areas. The ASOS exposure documentation
photos and other information could be linked to the
local NWS Forecast Office Web page. If a forecaster sees

FIG. I. Documentation of Opa Locka Airport (near
Miami) by DAPM Suzanne Cawn.
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values typically smoother than open
terrain over land, but ocean roughness depends on additional factors
such as fetch, water depth, relative
swell, and wind-wave directions
(Anctil and Donelan et al. 1996;
Donelan et al. 1993; Powell et al.
2003). For engineering applications
concerning the design of buildings to
resist wind loading, open terrain
(Exposure C) is used in areas susceptible to hurricanes [American Society of Civil Engineers (ASCE) 2002;
Vickery and Skerlj 2000]. The openterrain wind should be considered as
an upper b o u n d to the sustained
FIG. 2. Map showing locations of ASOS (filled circles) and C-MAN stawind. Areas with uniformly rough
tions (open circles) for which exposure photographs are available.
terrain would experience weaker
something unusual in the observations, a mouse click winds but any structures adjacent to open upstream
could bring up the station's Web page to see if there are fetches would be susceptible to wind damage.
any obstacles affecting the wind from that direction.
CORRECTING W I N D MEASUREMENTS

TO

S T A N D A R D E X P O S U R E . During hurricane
landfall, HRD uses estimates of roughness from each
photograph to automatically correct wind observations to open terrain to better define the surface wind
field. Using the Wieringa descriptors and the photographs, we developed a table of roughness lengths (see
www.aoml.noaa.gov/hrd/asos/AsosRoughness.html)
for each station as a function of upstream direction
octant. Alternatively, a roughness estimation method
developed by Lettau (1969) could be used. Note that
assessment of roughness values in the field is very
much an art, and estimates by experienced investigators may differ by tenths of a meter. We encourage
users of the wind data from these sites to independently estimate alternative roughness values from the
photographs and Wieringa descriptors. If possible,
users should examine additional information (e.g.,
aerial imagery and topographic maps) to determine
whether bodies of water or flow obstacles exist further upstream than what is shown in the Web page
photographs.
The standard terrain for wind observation over
land is known as "open terrain" and is associated with
a roughness of 0.03 m. Open terrain is equivalent to
the middle of an airport runway with unlimited upstream fetch and is consistent with the concept of "unobstructed exposure" used in the definition of the
"maximum sustained wind" used in the National Hurricane Operations Plan (OFCM 2003). Unobstructed
flow over the sea may be associated with roughness
AMERICAN METEOROLOGICAL SOCIETY

The process of correcting a wind observation to a
standard exposure has three steps.
1) Estimate the friction velocity for the given wind
direction. For horizontally homogeneous, stationary flow with winds > 10 m s -1 , neutral atmospheric stability is assumed and the logarithmic
wind law can be applied to estimate the friction
velocity (wj, given the mean wind speed (U), von
Karman constant (k = 0.4), height of the measurement (z), and the roughness length (Z):
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For example, a m e a n wind m e a s u r e m e n t of
30 m s_1 at a height of 10 m from a wind direction
sector with a 0.20-m roughness in (1) yields a friction velocity of 3.06 m s -1 .
2) The method described in Powell et al. (1996) and
Simiu and Scanlan (1996) describes the ratio of the
measured friction velocity ( w j for the actual upstream terrain roughness ( Z ) to the friction velocity (u ts ) that might occur in standard openterrain (Zos) roughness (0.03 m):
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Insertion of the result of step (1) into (2) results
in a u *s of 2.67 m s_1.

rougher surface could overestimate the openterrain wind.

and Zos, (1) may be solved, resulting in
3) Given
an open-terrain, mean wind speed of 39 m s -1 . If
independent estimates of the roughness ranged
from 0.1-0.3 m, the open-terrain wind speed estimate would range from 35-42 m s_1. This exercise demonstrates that mean wind measurements
associated with significant upstream terrain may
underestimate the open-terrain wind by -30%,
whereas wind speed error due to inaccurately estimating the terrain roughness is - 1 0 % . This
method works best in relatively flat coastal regions; for flow associated with complex terrain
(hills and valleys), local accelerations dominate
the wind such that (1) and (2) are not valid. Miller
and Davenport (1998) provide guidelines for
such situations. It should be stressed that mean
wind in (1) should be averaged on the order of
at least 10 min. Continuous C-MAN measurements meet this requirement but high-resolution
data are needed to compute the mean ASOS wind
speed. This method prescribes that the flow is
strong (> 10 m s -1 ) for the neutral stability assumption to apply; it should not be used in stable
or unstable conditions in weak flow. The method
also assumes that the surface layer is in equilibrium with the upstream roughness elements.
More sophisticated correction measures (e.g.,
Letchford et al. 2003) should be applied in locations characterized by an intervening open area
(of order hundreds of meters) between the wind
sensor and larger roughness elements (trees).
Flow equilibrium is not completely reached under such conditions so corrections based on the

During tropical cyclone episodes, HRD conducts
"on the fly" corrections of automatic weather station
wind observations. The corrected observations are
combined with observations from other platforms using the HRD Real-Time Hurricane Wind Analysis
System (H*Wind; Powell et al. 1998). H*Wind is a
Java front end to an object-relational database containing all available surface wind observations surrounding a tropical cyclone. H*Wind is designed to
allow a forecaster to quality control observations and
conduct a real-time objective analysis of the surface
wind field to provide guidance for determining the
extent of tropical storm- and hurricane-force winds
(see www.aoml.noaa.gov/hrd/data_sub/wind.html).
Converting observations to open terrain reduces the
variance of the wind field resulting in an objective
analysis that better represents the mesoscale features
of the storm. This type of analysis is also consistent
with the wind-loading provisions in building codes,
making it easier to convert maximum sustained winds
to peak gusts to see if the design winds in an area were
exceeded. For open-terrain winds, multiplying the
sustained wind by a gust factor of 1.25-1.3 will yield
an estimate of the peak 2-3-s gust within the 1-min
period (Powell et al. 1996; B. Paulsen 2004, personal
communication). For rough flow, the sustained wind
will be weaker but the gust factor will be larger
(Paulsen et al. 2003) such that peak gusts might be
similar to those experienced over open terrain. For
more information on gust factors in hurricanes we
suggest Krayer and Marshall (1992), Vickery and
Skerlj (2004), and Powell et al. (1996).

WHAT ABOUT WIND GUSTS?
Efforts over the past several years
by university teams from Texas Tech,
Clemson, and University of Florida, as
well as post-landfall investigations by
NOAA's Hurricane Research Division,
the National Institute for Standards
and Technology, and others are
shedding light on hurricane wind gusts.
The wind gust may be estimated by
multiplying the mean wind over a given
time period by an appropriate gust
factor. For open-terrain conditions
over level, relatively flat land, the peak
2-s wind gust that might be expected is
about 1.3 times the peak I-min
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sustained wind and 1.55 times the
10-min mean wind. In general, the
rougher the terrain, the lower the
sustained wind and the larger the gust
factor. The data collected by anemometer towers thus far suggest that the
physical mechanisms for wind gusts in
hurricanes are primarily turbulent and
convective mixing. Evidence of more
extreme gusts, with peak 2-s gusts
> 2.0 times the mean wind, are very
rare in eyewall anemometer records.
Photographs of debris patterns and
hurricane damage to forests provide
evidence of extreme gusts associated

with transient wind features such as
the miniswirls and microbursts but so
far none have been documented with
accompanying anemometer records.
N O A A buoy and C - M A N data suggest
that marine gust factors are smaller,
on the order of 1.13 for the peak 5-s
wind over a I -min period, and 1.25 for
the peak 5-s wind over a 10-min
period. Open ocean GPS sonde data
from hurricane eyewalls are consistent
with the latter value, but the sondes
may not be capable of resolving shortperiod gusts.
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Several photographs f r o m the N C D C and the
NDBC Web sites are shown in Fig. 3 as examples of
exposure conditions at some of the automatic weather

station sites in hurricane-affected areas. Roughness is
estimated for each exposure and identified in the figure caption. Assuming that hurricane wind condi-

FIG. 3. Photo documentation of selected ASOS and
C-MAN stations with estimates of exposure effects on
an open-terrain, hurricane-force mean wind speed of
33.0 m s _l . Digital photos for ASOS stations were field
annotated with station ID and compass heading.
(a) Rough terrain (~0.4 m roughness) exposure at
Chatham, MA (CQX), looking north; estimated wind
speed m e a s u r e m e n t for this exposure, 22.0 m s _ l .
(b) Open-terrain exposure (~0.03-m roughness) from
Panama City, FL (PFN), looking northeast; estimated
wind speed measurement for this exposure, 33.0 m s _l .
(c) Moderately rough terrain exposure (~0.3-m roughness) from Panama City, FL (PFN), looking southwest;
estimated wind speed measurement for this exposure,
23.4 m s -1 . (d) Rough exposure (~0.4-m roughness)
from Settlement Point, Grand Bahamas C-MAN station (SPGFI), looking south from anemometer; estimated wind speed measurement for this exposure, 22.0 m s -1 . (e) Rough exposure (~0.6-m roughness) from
Wakefield, VA (AKQ), looking south; estimated wind speed measurement for this exposure, 19.7 m s~'.
AMERICAN METEOROLOGICAL SOCIETY
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table w i t h e s t i m a t e d r o u g h n e s s
lengths for each octant of wind direction for all documented stations in
hurricane-prone areas is also available on the H R D ASOS W e b site.
The table is used to correct wind observations to open terrain for use in
real-time analyses of hurricane wind
fields.
ACKNOWLEDGMENTS. The late
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Dombrowsky, Mac Mclaughlin, John
McNulty, Steve Rinard, Al Wissman,
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FIG. 4. Assessing roughness is not valid in locations where upstream
Ned Guttman of NCDC is greatly apprefetches are influenced by complex terrain, for example, northwardciated. The project could not have
looking fetch from the St. Thomas, U.S. Virgin Islands ASOS (KSTT).
succeeded without the dedication and
professionalism of the DAPMs of the
tions (33.0 m s"1) might be experienced nearby in lo- Southern, Eastern, and Pacific Regions of the NWS. This
cations with open exposure, we used (1) and (2) to project was funded by the United States Weather Research
estimate what the instruments might measure in their Program Severe Weather Prediction Initiative.
actual exposures. The effect of the rougher exposures
is to underestimate the unobstructed flow conditions
by 30%-40%, hence it is important to correct poorly
exposed measurements. It is important to note that
the roughness assessments and correction methods
described herein are not valid for upstream fetches influenced by complex terrain (Fig. 4), where the measurements are affected by local flow accelerations associated with hills and valleys (Miller and Davenport
1998; Powell and Houston 1998).
S U M M A R Y . Documentation of wind exposure, anemometer height, and station location for over 200
automatic weather stations in hurricane-susceptible
areas has been accomplished through a cooperative
p r o g r a m b e t w e e n N O A A ' s H u r r i c a n e Research
Division, the National Weather Service Forecast Offices, the National Data Buoy Center, and the National
Climatic Data Center. The information is available to
t h e p u b l i c t h r o u g h W e b sites at N C D C (see
www.ncdc.noaa.gov/oa/climate/stationlocator.html)
and NDBC (www.ndbc.noaa.gov). There are additional automatic weather stations in hurricane areas
that could be added to those displayed on the N C D C
Web site by following documentation instructions
(available online at www.aoml.noaa.gov/hrd/asos). A
850

REFERENCES
Anctil, F., and M. A. Donelan, 1996: Air-water momentum flux observations over shoaling waves. /. Phys.
Oceanogr., 26, 1344-1353.
Arya, S. P., 1988: Introduction to Micrometeorology.
Academic Press, 307 pp.
ASCE, 2002: Minimum design loads for buildings and
other structures: ASCE 7-02. American Society of
Civil Engineers, 352 pp. [Available from American
Society of Civil Engineers, 1801 Alexander Bell Dr.,
Reston, VA 20191.]
ASTM, 1996: Standard practice for characterizing surface wind using a wind vane and rotating anemometer. Annual Book of ASTM Standards, Section
D5741-96, Vol. 11.03, ASTM.
Donelan, M. A., F. W. Dobson, S. D. Smith, and R. J.
Anderson, 1993: On the dependence of sea surface
roughness on wave development. /. Phys. Oceanogr.,
23, 2143-2149.
Krayer, W. R., and R. D. Marshall, 1992: Gust factors
applied to hurricane winds. Bull. Amer. Meteor. Soc.,
73, 613-617.
Letchford, C., A. Gardner, R. Howard, and J. Schroeder,
2003: A comparison of wind prediction models for

I BAPIS- JUNE 2004
Unauthenticated | Downloaded 01/10/23 12:49 AM UTC

transitional flow regimes using full-scale hurricane
data. /. Wind Eng. Ind. Aerodyn., 89, 925-945.
Lettau, H. H., 1969: Note on aerodynamic roughnessparameter estimation on the basis of roughness-element description. /. Appl. Meteor., 8, 828-832.
Miller, C. A., and A. G. Davenport, 1998: Guidelines for
the calculation of wind speed-ups in complex terrain.
/. Wind Eng. Ind. Aerodyn., 74-76, 189-197.
OFCM, 1991: Minutes. 45th Interdepartmental Hurricane Conf., Homestead Air Force Base, FL, Office of
the Federal Coordinator for Meteorological Services
and Supporting Research, NOAA, 183 pp. [Available
from OFCM, 8455 Colesville Rd., Suite 1500, Silver
Spring, MD 20910.]
, 1994: Federal standard for siting meteorological
sensors at airports. Tech. Rep. FCM-S4-1994. [Available from OFCM, 8455 Colesville Rd., Suite 1500,
Silver Spring, MD 20910.]
, 2003: National hurricane operations plan. Tech.
Rep. FCM-P12-2003. [Available online at www.ofcm.
gov/nhop/04/nhop04.htm.]
Panofsky, H. A., and J. A. Dutton, 1984: Atmospheric
Turbulence: Models and Methods for Engineering Applications. John Wiley and Sons, 397 pp.
Paulsen, B. M., J. L. Schroeder, M. R. Conder, and J. R.
Howard, 2003: Further examination of hurricane
gust factors. Preprints, 11th International Conf. on
Wind Engineering, Lubbock, TX, Texas Tech University, 2005-2012.

Powell, M. D., 1993: Wind measurement and archival
under the automated surface observing system
(ASOS): User concerns and opportunity for improvement. Bull. Amer. Meteor. Soc., 74, 615-624.
, and S. H. Houston, 1998: Surface wind fields of
1995 Hurricanes Erin, Opal, Luis, Marilyn, and
Roxanne at landfall. Mon. Wea. Rev., 126, 12591273.
,
, and T. Reinhold, 1996: Hurricane Andrew's
landfall in South Florida. Part I: Standardizing measurements for documentation of surface wind fields.
Wea. Forecasting, 11, 304-328.
,
, L. R. Amat, and N. Morisseau-Leroy, 1998:
The HRD real-time hurricane wind analysis system.
/. Wind Eng. Ind. Aerodyn., 77-78, 53-64.
, P. J. Vickery, and T. A. Reinhold, 2003: Reduced
drag coefficient for high wind speeds in tropical cyclones. Nature, 422, 279-283.
Simiu, E., and R. H. Scanlan, 1996: Wind Effects on Structures: Fundamentals and Applications to Design. John
Wiley and Sons, 688 pp.
Vickery, P. J., and P. F. Skerlj, 2000: Elimination of exposure D along the hurricane coastline in ASCE 7. /.
Struct. Eng., 126, 545-549.
, and
, 2004: Hurricane gust factos revisited. /.
Struct. Eng., in press.
Wieringa, J., 1993: Representative roughness parameters
for homogeneous terrain. Bound.-Layer Meteor., 63,
323-363.

Mid-Latitude
Weather Systems is the first text to make extensive use of
conventional weather charts and equations to fully illustrate the behavior
and evolution of weather patterns.
Presenting a fusion between the mathematical and descriptive fields
of meteorology and integrated coverage of synoptic and dynamic approaches, Mid-Latitude Weather Systems provides students with an invaluable course text and reference source to gain an unclouded appreciation of the underlying processes and behavior of mid-latitude
weather patterns.
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METEOROLOGY
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Forty-one years ago, the AMS published the Glossary
of Meteorology. Containing 7900 terms, more than
10,000 copies have been sold over four decades
through five printings. It is a tribute to the editors of
the first edition that it has withstood the test of time
and continued to be among the leading reference
sources in meteorology and related sciences.
Now, over five years in the making, the second edition
is available. The volume contains over 12,000 terms,
including those f r o m "new" disciplines, such as
satellite m e t e o r o l o g y and n u m e r i c a l w e a t h e r
prediction. In addition, related oceanographic and
hydrologic terms are defined.
The Glossary of Meteorology, Second Edition, was
produced by an editorial board comprised of 41
distinguished scientists and the participation of over
300 contributors. The CD-ROM version is compatible
with Windows, Macintosh, and most UNIX platforms,
and features hyperlinked cross-references.

electP:vjete

%%

WSR-88D
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order, refer to the pricing chart below and submit your prepaid
orders to: Order Department, AMS, 45 Beacon Street, Boston,
MA 02108-3693; call 617-227-2425 to order by phone using
Visa, Mastercard, or American Express; or send e-mail to
amsorder@ametsoc.org. Please make checks payable to the
American Meteorological Society.
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